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AR2™ Air Suspension

FIGURE 8-15
Trailing Arm Strap AR2 for Manitowoc %¢- 11 UNC Equalizing Beam Strap
. 3/_4 Locknut %" Locknut 585.. Bolt -
Tightening Torque Tightening Torque '
300 + 10 ft. Ibs. 60 + 10 . Ibs.
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Rebound
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Bracket g Rebound and Axle Stop
%" 10 UNC x 6 Bolt Strap Bracket
. and Axle Stop Axle Bracket
%" Locknut Lower Trailing (N supplied by
Tightening Torque Arm Strap It is not necessary to remove the Vehicle
60+ 101t. Ibs. lower bar pin fasteners. Manufacturer
FIGURE 8-16
AR2 for Manitowoc
Frame Rail
*Frame Hanger /./®/
>
1V" Washer 1" Hex Bolt

Trailing Arm Assembly

Tip the front of the trailing
arm down to allow clearance
for the front hanger

Adapter Tube
Trailing Arm Bushing Adapter &
5%

1" Locknut ~&
Tightening Torque
470 + 25 ft Ibs.
Axle

NOTE
C‘Welded, refer fo Parts List)

FIGURE 8-17
AR2 40K « 46K

Wooden Block

Center Bushing
Saddle Cap Stud

1" Hex Bolt

17" Wosher/g
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1" Locknut
Tightening Torque
470 + 25 ft Ibs.
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! | Trailing Arm Assembly

w Tip the front of the trailing
arm down to allow clearance
for the front hanger

Wooden Block

Center Bushing
Saddle Cap Stud
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